Series CS

Solid Electrolytic Tantalum Chip Capacitors

Surface Mount Type

FEATURES:
* Lead-Free. (ROHS. REACH)

* General purpose surface mount type.

* Compact size & wide CV range.
¢ High solderability & stable characteristics for soldering.
* Compatible with all popular automatic pick and place

equipment.

SPECIFICATION:

Item

Performance Characteristics

Operating Temperature Range

-55 to +125°C (>85"C with rated voltage derating)

Rated Working Voltage Range

41050V DC

Nominal Capacitance Range

0.1 1o 470 pF

Capacitance Tolerance

£20% = 10% (120Hz, +20°C)

Leakage Current

Not more than 0.01CV [pA] or 0.5pA whichever is greater

0.04 max. for < 1.0pF

tan ¢

0.06 max. for 1.5 to 68uF

(120Hz, +20°C)

0.08 max. for 100 to 470 pF

Characteristics at High and

Low Temperature

-55°C | Capacitance change +12% of initial measured value at +20°C
Leakage current <12.5% of initial measured value
Capactiance change +15% of initial measured value at +20°C

+105°C

Moisture Resistance

Test conditions

Relative humidity : 90 to 95% without load
Ambient temperature :+40°C
Duration : 500 hours

Post test requirements at + 20°C

Leakage current . < Initial specified value
Capacitance change : = 10% of initial measured value
tand . = Inital specified value
Test conditions
Conditions
i Derating Rating
Duration 1000 hours 1000 hours
Ambient temperature +105°C +85°C
Applied voltage Derated working voltage Rated working voltage
Source impedance 1NV 1QNV
Derating voltage + 105°C
Working voltage [V] DC 4 6.3 10 16 20 25 35 50
Britiirarios Derating voltage [V] DC 2.5 4 6.3 10 13 16 22 32
Post test requirements at +20°C
Leakage current : < 125% of initial specified value
Capacitance change : + 10% of initial measured value
tand . < Initial specified value
Test conditions Post test requirements at +20°C
Duration : 1000 hours Same limits for "Endurance”.
: Shelf Life Ambient temperature 1 +125°C
Applied voltage : (none)

Solder Heat Resistance

The capacitor shall withstand dipping into solder bath for 5+1 seconds at 260+5°C
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Series CS_

Solid Electrolytic Tantalum Chip Capacitors

Surface Mount Type

itor1. Tantalum Capacitor CHIP Type Outline Drawings.
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2. Dimensions Millimeters (Inch)
Case Size L+0.2 (0.008) W1:0.2 (0.008) H=0.2 (0.008) $+0.2 (0.008) W220.2 (0.008)
S 2.0 (0.079) 1.2 (0.047) 1.2 (0.047) 0.5 (0.020) 1.2 (0.047)
A 3.2 (0.126) 1.6 (0.063) 1.6 (0.063) 0.8 (0.0.31) 1.2 (0.047)
B 3.5 (0.137) 2.8 (0.110) 1.9 (0.075) 0.8 (0.031) 2.2 (0.087)
c 6.0 (0.236) 3.2 (0.126) 2.5 (0.098) 1.3 (0.051) 2.2 (0.087)
D 7.3 (0.287) 4.3 (0.169) 2.8 (0.110) 1.3 (0.051) 2.4 (0.094)
E 7.3 (0.287) 4.3 (0.169) 4.0 (0.157) 1.3 (0.051) 2.4 (0.094)
3. Rated Voltage, Capacitance of Capacitors.
Rated Voltage (V) 4 6.3 10 16 20 25 35 50
Code 0G oJ 1A 1C 1D 1E 1V 1H
Capacitance (uF) Case Size
0.10  (104) S A A
0.15 (154) S A A/B
0.22 (224) S A B
0.33 (334) S A B
0.47  (474) S S A A/B C
0.68 (684) ] S S/A A A/B G
1.0  (105) S/A S/A SIA A A/B A/B C
15  (155) S S/A S/A S/A A/B B B/C C/D
22  (225) S S/A S/A A/B A/B B B/C D
3.3  (335) S/A S/A S/A A/B A/B/C B/C B/C/D D
47  (475) S/A S/A S/A/B A/B A/B/IC B/C C/D D/E
6.8  (685) S/A S/A/B A/B A/B/C B/C/D C/D C/D D
10 (106) A/B A/B A/B A/B/C C/D C/D C/D E
15 (156) A/B A/B B/C B/C C/D C/D E
22 (226) A/B A/B B/C B/C/D C/D D E
33 (336) B/C B/C C/D C/D D D/E
47 (476) B/C B/C C/D C/D D/E E
68 (686) B/C/D C/D D D D/E
100 (107) B/C/D C/D C/D D E
150  (157) C/D D E E
220 (227) D D/E D/E E
330 (337) E D/E E
470  (477) E







